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NOTES:

1.

PANELS TYPE A ARE FOR BRIDGE DECK AND STANDARD
FOOTINGS. PANELS TYPE B & C ARE FOR BARRIER ENDS
TO PROVIDE SPLAY IN ACCORDANCE WITH THE BRIDGE
APPROACHES DESIGN AND AUSTROADS PART 14.
ADJUSTMENTS MAY NEED TO BE MADE TO SUIT CURVED
OR SKEWED APPROACHES.

THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
BRIDGE GENERAL ARRANGEMENT AND PANEL LAYOUT
DRAWINGS.

BARRIER DESIGN LOADS:-
HORIZONTAL : 0.75kN/m APPLIED AT TOP RAIL
VERTICAL : 0.75kN/m APPLIED AT TOP RAIL

BARRIER PANELS TO BE MADE TO MATCH THE
HORIZONTAL AND VERTICAL ALIGNMENTS OF THE BRIDGE
AND APPROACHES AND SHALL BE FREE FROM KINKS.
ALL BALLUSTERS AND POSTS ARE TO BE VERTICAL.

ALL STEELWORK TO BE HOT DIPPED GALVANIZED IN
ACCORDANCE WITH ASL680 AFTER FABRICATION.

ALL WELDS U.N.0. TO BE 5mm FILLET WELDS USING
E41XX ELECTRODES IN ACCORDANCE WITH AS1554 PART 1.
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