RRPM'S AT ém IN GORE

MAIN COMMUNITY ROUTE DIRECTION SIGN - G2 2.0m OR
REFER STD DRG DS13-12 3.0m MAIN COMMUNITY ROUTE
y ALTERNATIVE LOCATION
N 5xL9‘'s ON APPROACHES IDS+SIGN NO.

RRPM'S AT ém IN GORE DESIRABLE LOCATION IDS+SIGN NO.

BICYCLES/PEDESTRIANS AND CROSSING
AHEAD SIGNS GENERALLY INSTALLED
ON MAIN COMMUNITY ROUTE CROSSINGS
ONLY. HOWEVER MAY ALSO BE
INSTALLED ON WIDE OR HIGH VOLUME
PATHS WHERE APPROPRIATE.

DISTANCE TO BE DETERMINED
IN CONJUNCTION WITH THE
ROAD AUTHORITY

RRPM'S AT ém IN GORE

ALTERNATIVE LOCATION IDS+SIGN NO.
NO RRPM's WHERE
VEHICLES CROSS

-

&
L

ARROW SPACING (TYPICAL)
30m DESIRABLE
(15m MIN, 50m MAX)

2.0m MINIMUM
3.0m DESIRABLE

C1 REQUIRED IF THERE IS NO
KERB RAMP TO DEFINE HOLD LINE

6m MIN., 12m DESIRABLE

99

TO BE EXTENDED MIN 20m
L1 INTO THE DEPARTURE LEG

L DESIRABLE LOCATION IDS+SIGN NO.

Destination

DESIRABLE LOCATION
IDS+SIGN NO.

ALTERNATIVE LOCATION
IDS+SIGN NO. N

ALTERNATIVE LOCATION
IDS+SIGN NO.

ROAD _NAME
Des

PRAM RAMPS AND CROSSINGS SHOULD BE LOCATED ém
\ MIN., 12m DESIRABLE FROM THE HOLD LINE
\° (RRPM’s SHALL NOT BE PLACED ACROSS PATH ALIGNMENT)

3 x L9'S ON DEPARTURE

- REFER STD DRG DS13-12

EXCLUSIVE RIGHT TURN LANE SHOULD
BE USED ONLY IN SPECIAL SITUATIONS
WITH THE APPROVAL OF THE ROAD
AUTHORITY

BICYCLES/PEDESTRIANS AND CROSSING
AHEAD SIGNS GENERALLY INSTALLED
ON MAIN COMMUNITY ROUTE CROSSINGS
ONLY. HOWEVER MAY ALSO BE
INSTALLED ON WIDE OR HIGH VOLUME
PATHS WHERE APPROPRIATE.

ON ROAD CYCLING CONNECTION SIGN - G2

NOTES

1

REFER TO DS9-02 & 03 FOR LINEMARKING
DETAILS NOT SHOWN.

. FOR GUIDE SIGN LOCATIONS/DETAILS REFER

TO GUIDE SIGN INVENTORY FORM.

. REFER DS13 FOR CYCLE FACILITIES AT

ROUNDABOUTS

. REFER AUSTROADS GUIDE TO ROAD DESIGN

4B: ROUNDABOUTS FOR ENTRY DEFLECTION
AND OTHER DESIGN REQUIREMENTS.
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